§75.1722

§75.1722 Mechanical equipment
guards.
(a) Gears; sprockets; chains; drive,
head, tail, and takeup pulleys;

flywheels; couplings, shafts; sawblades;
fan inlets; and similar exposed moving
machine parts which may be contacted
by persons, and which may cause in-
jury to persons shall be guarded.

(b) Guards at conveyor-drive, con-
veyor-head, and conveyor-tail pulleys
shall extend a distance sufficient to
prevent a person from reaching behind
the guard and becoming caught be-
tween the belt and the pulley.

(c) Except when testing the machin-
ery, guards shall be securely in place
while machinery is being operated.

[38 FR 4976, Feb. 23, 1973]

§75.1723 Stationary grinding
chines; protective devices.

(a) Stationary grinding machines
other than special bit grinders shall be
equipped with:

(1) Peripheral hoods (less than 90°
throat openings) capable of with-
standing the force of a bursting wheel.

(2) Adjustable tool rests set as close
as practical to the wheel.

(3) Safety washers.

(b) Grinding wheels shall be operated
within the specifications of the manu-
facturer of the wheel.

(c) Face shields or goggles, in good
condition, shall be worn when oper-
ating a grinding wheel.

[38 FR 4976, Feb. 23, 1973]

ma-

§75.1724 Hand-held power tools; safety
devices.

Hand-held power tools shall be
equipped with controls requiring con-
stant hand or finger pressure to oper-
ate the tools or shall be equipped with
friction or other equivalent safety de-
vices.

[38 FR 4976, Feb. 23, 1973]

§75.1725 Machinery and equipment;
operation and maintenance.

(a) Mobile and stationary machinery
and equipment shall be maintained in
safe operating condition and machin-
ery or equipment in unsafe condition
shall be removed from service imme-
diately.
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(b) Machinery and equipment shall be
operated only by persons authorized to
operate such machinery or equipment.

(¢) Repairs or maintenance shall not
be performed on machinery until the
power is off and the machinery is
blocked against motion, except where
machinery motion is necessary to
make adjustments.

(d) Machinery shall not be lubricated
manually while in motion, unless
equipped with extended fittings or
cups.

[38 FR 4976, Feb. 23, 1973]

§75.1726 Performing work from a
raised position; safeguards.

(a) Men shall not work on or from a
piece of mobile equipment in a raised
position until it has been blocked in
place securely. This does not preclude
the use of equipment specifically de-
signed as elevated mobile work plat-
forms.

(b) No work shall be performed under
machinery or equipment that has been
raised until such machinery or equip-
ment has been securely blocked in po-
sition.

[38 FR 4976, Feb. 23, 1973]

§75.1727 Drive belts.

(a) Drive belts shall not be shifted
while in motion unless the machines
are provided with mechanical shifters.

(b) Belt dressing shall not be applied
while belts are in motion except where
it can be applied without endangering a
person.

[38 FR 4976, Feb. 23, 1973]

§75.1728 Power-driven pulleys.

(a) Belts, chains, and ropes shall not
be guided onto power-driven moving
pulleys, sprockets, or drums with the
hands except on slow-moving equip-
ment especially designed for hand feed-
ing.

(b) Pulleys of conveyors shall not be
cleaned manually while the conveyor is
in motion.

(c) Coal spilled beneath belt conveyor
drives or tail pieces shall not be re-
moved while the conveyor is in motion,
except where such coal can be removed
without endangering persons.

[38 FR 4976, Feb. 23, 1973]
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